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THINGS TO KNOW

What is 1U? 1U is a measurement of height in the 19” rackmount stan-
dard. Eurorack modules adhere to 3 rack units, or 3U. Mo-
saic tiles adhere to 1 rack unit in height, and require appro-
priate rails to mount in a rack or modular case.

What 1U 
format are 
Mosaic 
modules?

We ship our modules with Intellijel 1U formatted front pan-
els. If you use the Pulp Logic format, don’t worry! You can 
purchase Pulp Logic replacement front panels on our Re-
placement Panels page.

Mosaic 
Color 
Guide

Each color indicates a function across the Mosaic lineup.

Green: Audio Signals 

Purple: Gate Signals

Blue: Control Voltage
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https://intellijel.com/support/1u-technical-specifications/
https://intellijel.com/support/1u-technical-specifications/
https://mosaic1u.com/shop/p/replacement-panels
https://mosaic1u.com/shop/p/replacement-panels


OVERVIEW
Description
Whether you want slapback delay, or cavernous washes of sound, Variable Delay is the perfect 
processor to add rhythmic texture to your patch. This effect provides high fidelity echoes, with the 
ability to control your mix, time, and feedback via knob or CV.

• High fidelity DSP delay effect

• 96kHz, 24-bit audio

• Wide range for frequency and feedback to build dynamic textures

Tech Specs
• Width: 14HP

• Depth: 28mm

• Front Panel: Ships in Intellijel format. Pulp Logic replacement panels available here.

• Current Consumption: +12V = 82mA, -12V = 8mA

Installation
To install, locate space in your Eurorack case for your 1U module, and confirm the positive 12 volts 
and negative 12 volts sides of the power distribution lines. Plug the connector into the power distri-
bution board of your case, keeping in mind that the red band corresponds to negative 12 volts. In 
most systems, the negative 12 volt supply line is at the bottom. The power cable should be connect-
ed to the module with the red band facing the front of the module. 
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https://mosaic1u.com/shop/p/replacement-panels


DETAILS
How It Works

A delay effect is a processing method in which an audio signal is stored and played back over a 
period of time. Depending on the parameter settings, a delay effect can vary from comb filter, 

to chorus, to echo and reverberation!

To use the Variable Delay, simply patch your audio signal into the IN jack, and patch from the OUT 
jack to your mixer. Take Blend and Feedback to approximately 50%, and turn the Time knob to 
here the varying qualities of the delay!

Diagram
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DETAILS
1. Input
Audio input to be affected by Variable Delay.

Range: 10Vpp

2. Freeze
Activates Delay Line Freeze. When activated,  the Input is killed while Blend and Feedback are 
frozen in place. Time is still in use. 

3. Blend
Controls the Dry/Wet mix. When the knob is fully left, the mix is fully dry. When the knob is fully 
right, the mix is fully wet.

Range: 0V - 5V

4. Time
Controls the delay time. When the knob is fully left, the delay is at its shortest, creating a comb filter 
effect. When the knob is fully right, the decay is at its longest, which is 1s.

Range: 0V - 5V

6. Output
Output Jack for audio signal.

Range: 10Vpp
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For more information, visit www.mosaic1u.com

7. Output LED
Visual indicator for Freeze. When the LED is white, Freeze is active.

5. Feedback
Controls the delay feedback. When the knob is fully left, the delay line repeats 1 time. When the 
knob is fully right, feedback is set to infinite.

Range: 0V - 5V

http://www.mosaic1u.com

